
SUORAVIIVAISEN SUORITUSKYVYN JA 
LUOTETTAVUUDEN SEURAAVALLE TASOLLE 

Olemme luoneet NEXT Edition -versiot yhdistämällä 
Exclusive-varusteluun lisäsuorituskykyä ja 
mukavuutta. Kokonaisuus on verhottu ylelliseen ja 
erottuvaan ulkomuotoon. Saavuta suoraviivaisen 
suorituskyvyn ja luotettavuuden seuraava taso  
MF 7700S NEXT Editionilla.
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MF 7726 S
 MF 7726 S Dyna-VT

MF 7726 S NEXT Edition -kampanjamalleissamme  
vakiona mm:
• Multipad -ajohallintakahva
• Monitoimijoystick
• Park Lock
• 190 l/min hydrauliikka
• 4 kpl sähköisiä takalohkoja
• 4T etunostolaite & 1 liitinpari
• 650/65R42 & 540/65R30 renkaat
• Nopea ohjaus & Automaattiohjausvalmius
• Datatronic 4 & Fieldstar 5 -näytöt
• LED-työvalopaketti & sähköpeilit
• Jousitettu etuakseli ja ohjaamo
• Super luxe -penkki ja autom. ilmastointi

Kuvan koneet erikoisvarusteltuja.

SUOMALAISELLA
SYDÄMELLÄ

Joensuu  044 032 1761 Gröhn 
Kaakkois-Suomi 050 477 6812 Sakkara
Kokkola  040 544 3576 Mård  | SVE
Kouvola  050 322 5845 Tyskas | SVE  
Kuopio  050 570 0273 Asikainen
Mikkeli 0440321732 Immonen
Oulu  010 7557 313 Junttila 

   Pori  050 409 5507 Setälä
Rovaniemi  010 7557 450 Pelkonen
Seinäjoki  050 326 5386 Martiskainen
Pirkanmaa, Häme  050 377 6372 Välläri
Turku  050 568 9328 Murto
Turku 044 755 5378 Aaltonen
Uusimaa itä  050 322 5845 Tyskas | SVE
Uusimaa  länsi  0500 407 264 Kiminki 
Ylivieska 050 345 7160 Kivioja

TRAKTORIMYYJÄT
Kysy kampanjamallin  

huipputarjous lähimmältä 
MF-myyjältäsi!



Every effort has been made to ensure that the information contained in this publication is as accurate and current 
as possible. However, inaccuracies, errors or omissions may occur and details of the specifications may be 
changed at any time without notice. Therefore, all specifications should be confirmed with your Massey Ferguson 
Dealer or Distributor prior to any purchase.

**For full details please contact your local Massey Ferguson dealer.

Specifications

– Not applicable/available      ✪ ISO TR14396 * Depending on market legislation

Standard features MF 7720 S & MF 7726 S  
NEXT EDITION

Dyna-VT with Dynamic Tractor Management (DTM) l

Multipad multifunction lever l

 Integrated Front Linkage System (IFLS) - 4000 kg capacity l

Quadlink front axle suspension l

Speedsteer - Fast  manoeuvring system l

 1  MF Guide ready l

 2  Fieldstar 5 touch screen terminal dedicated to MF Technologies features l

Active Mechanical Cab Suspension l

Automatic Air Conditioning l

 3  Up to 16 LED work and road lights l

Daytime running LED signature l

650/65 R42 - 540/65 R30 Tyre for ultimate traction l

 4  MF NEXT Edition Red livery l

 5  MF NEXT Edition Black livery m
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Engine MF 7720 S MF 7726 S
Engine Type AGCO POWER

Number of cylinders/Number of valves/Capacity No. /No./cm3 6 / 4 / 6600 6 / 4 / 7400
Technology SCR Technology - Stage IV - EGR & DPF Free

Maximum hp ✪ ISO hp (kW) 200 (147) 255 (188)
Engine rpm at maximum hp rpm 1950

Maximum torque @ 1500 rpm ✪ Nm 923 1050
Maximum power with EPM hp (kW) 225 (165) 280 (206)

Maximum torque with EPM  @ 1500 rpm Nm 980 1146
Fuel tank capacity Litres 430

AdBlue® tank capacity Litres 40
Transmission Dyna-VT

Type Dyna-VT, Continuously variable transmission
Field speed range km/h Forward : 0.03 to 28 kph - Backward : 0.03 to 16 kph

Road speed range km/h
Forward : 0.03 to 40 kph - Backward : 0.03 to 38 kph /  
Forward : 0.03 to 50 kph - Backward : 0.03 to 38 kph*

Rear Linkage and hydraulics
Lower links type Cat Cat 3

Maximum lift capacity, at link end kg 9950
Hydraulic type & max flow l/mn Closed Centre Load Sensing 110

Hydraulic type  & max flow - Option l/mn Closed Centre Load Sensing 190 (Dyna-VT)

Maximum number of rear spoolvalves 5

Rear Power Take-Off 

PTO speeds 540 / 540 E / 1000 / 1000 E

Engine speed @ PTO speeds rpm 1870 / 1500 / 1900 / 1530

Independant Front linkage and  
Front Power Take-Off

Lower links type Cat Cat 3

Maximum lift capacity, at link end kg 4000

Maximum number of front spoolvalves 2

Wheels and Tyres 
(Full range available.)**

Standard tyre combination 540/65 R30 650/65 R42

Weights  
(May vary depending on configuration.)**

Average minimum weight with no. ballast,  
no. accessories

kg 7150 7800

Maximum Gross vehicle weight* kg 14000
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